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Updating
With the firmware update package comes a version history file. Within this file there is a list
of the corresponding software versions.

To prevent incompatibility issues it might be necessary to update not only the base unit, but
also the remote panel and the SDI interface board.

Furthermore, an update of the Junger Application Manager (J*AM) or Loudness Logger
program (Windows GUI) might be necessary.

All these files can be downloaded from the Junger Website (www.junger-audio.com).

Updating the firmware is a delicate process - please be careful.

Under NO circumstances should the power supply be unplugged or switched off
during the updating process.
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Updating the T*AP Base Unit

The base unit firmware image needs to be uploaded to the device using this dialog:

LIMITER

SYSTEM INTERFACES ROUTING DOLBY PROCESSIHNG AUDIO PROCESSOR EVEHTS

Systemn Status @ Ouerview Admin Setup SHMP Backup !/ Restore Software Update Reboot

System ! Controller Interface 1 Spi o
Firrmwware Image  dev_ tap_ 3 0_x 15088 a0 an
DSP 305.15056
FRGA 48 Firrmware File

Durchsuchen.. I

start update

Dolby Encoder

Atmel

Firmware File

Durchsuchen.. |

e Lpdate process of the contraller image s

irterrupT Hreandio proces sing and sieeem routing . CATAE] 2000
start update
Dolby Decoder
CATES2

Frocedure

Choose & firmweare image file,

then press the [start update] button

to perform the update operation.

First of all the image file will be

transferred from the PC.

Afterveards the process of programming will start.
A progress bar indicates the level of completion.

Do ot inderrupt poswer while updating!

Note: The web interface is optimized for the Mozilla Firefox browser (www.mozilla.org).
Other browsers may work as well but some functionality might not be available.
For the metering to work it is necessary to have Java installed (www.java.com).

Note on Dolby encoders and decoders :

Due to a special hardware condition of the Dolby D, D+ and E encoders, as well as the Dolby Decoders it can
become necessary to power cycle the unit after performing the update of the "System / Controller". Please
check whether all your Dolby option boards appear in the Web GUI. If not, power down the unit, wait for 3
seconds and power it up again.
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Updating the SDI interface board

The SDI firmware image needs to be uploaded to the device using the following dialog:

LIMITER

SYSTEM INTERFACES ROUTING DOLBY PROCESSIHNG AUDIO PROCESSOR EVEHTS

Ouerview Admin Setup SHMP Backup !/ Restore Software Update Reboot

Firrmwware Image  dev_ tap_ 3 0_x 15088 .
current version

DEP 305.15056
FRGA 43
Atmel 21 Durchsuchen.. I

Firmware File start update

Durchsuchen.. |

The update process of the contrallet image will Dolby Encoder

imterrupt the audio processing and signal routing . CATERA 2000
start update
Dolhy Decoder
Frocedure CATI2

Choose & firmweare image file,

then press the [start update] button

to perform the update operation.

First of all the image file will be

transferred from the PC.

Afterveards the process of programming will start.
A progress bar indicates the level of completion.

Do ot inderrupt poswer while updating!
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Updating the T*AP or X*AP Remote Panel
Identifying the firmware version of the T*AP or X*AP remote panel:

Press <MENU>

Remote Panel
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connect connect
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Press <NEXT PAGE>
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Before updating the remote panel firmware it is necessary to cycle the power of the device.
This can be done by switching the whole T*AP on and off, including the connected remote
panel or by interrupting only the Ethernet connection to the remote panel.

The new firmware image can be loaded via the remote panel's web interface:

Software Update

To update the software, please use the file selection box to choose the firmweare file, then
press the "start update” button to perdformathe update operation.

|IP-Address T
| Durchsuchen.. |
start update |

Firmmare-Filg
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